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APPENDIX  "B"

EXPLORATORY LOGS



Enclosure "B" (1of2)
Job No. 09355-3

KEY TO LOGS

LEGEND OF LAB/FIELD TESTS:
AL Atterberg limits (ASTM D 4318)

Blows A measure of the penetration resistance of soil expressed as the number of hammer blows
required to advance the indicated sampler 6 inches (or less if noted).  Samplers are driven with
an automatic hammer that drops a 140-pound weight 30 inches for each blow.  After the
required seating, samplers are advanced up to 18 inches ahead of the boring, providing up to
3 sets of blows per drive.

Bulk Indicates Disturbed or Bulk Sample

Consol. Consolidation Test (ASTM D 2435)

Cor. Chemical/Corrosivity Tests (Caltrans 417, 422, & 643)

Dist. Indicates Disturbed Sample

DS Direct Shear Test (ASTM D 3080)

Exp. Expansion Test (ASTM D 4829)

MDC Maximum Density Optimum Moisture Test (ASTM D 1557)

N.R. Indicates No Recovery of Sample

Ring Indicates Relatively Undisturbed Ring Sample.  The number of blows per 6 inches required
to drive a "California Sampler" (3.25" O.D. and 2.42" I.D.) 18 inches using a 140-pound
weight falling 30 inches was recorded.

SA Sieve Analysis (ASTM C 117/136)


























































































































