W\,ﬁ City of San Dimas
Public Works Department
Traffic Safety Committee

MEETING MINUTES
WEDNESDAY, SEPTEMBER 16, 2015 at 9:30 A.M.
COUNCIL CHAMBERS CONFERENCE ROOM, CITY HALL
245 East Bonita Avenue, San Dimas

LZALIFORNI

Committee Members Present: Shari Garwick (Senior Engineer, Public Works Dept.), John Campbell (Street

Maintenance Superintendent, Public Works Dept.), Terry Gregory (Street Maintenance Supervisor, Public

Works Dept.), Mark Miller (Traffic Engineer), Rhonda Abangan (Administrative Secretary, Public Works Dept.)
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SE Garwick called to order at 9:38 a.m.

#09-15-01 SAN DIMAS CANYON RD and GLADSTONE ST INTERSECTION

REQUEST FROM C. PAREVEZ, RESIDENT, to review and consider installation of traffic signals or other safe solution to
regulate traffic. Resident feels stop signs are not sufficient and points to safety of patrons of the Kiwanis Korner Park on
southwest corner of San Dimas Canyon Road.

DISCUSSION:
e |tem reviewed on GIS map and on-site.
e Intersection is split between with San Dimas and LA County.
e TE would like to review accident history for intersection.
e Contact homeowner at n/w corner of San Dimas Canyon Rd (640 E Ghent) to trim back trees.

RECOMMENDATION:
1. TE to review 3 years SWITRS collision history of intersection and advise of analysis
2. City to advise LA County of TE’s recommendations
3. Staff to notify homeowner at n/w corner of San Dimas Canyon Road (640 E Ghent) to trim back trees
4. Continue to next TSC meeting

#09-15-02 BONITA AVE (WESTERN DAYS/CHAMBER OF COMMERCE)

REQUEST FROM STAFF, to review traffic control plans for the Western Day’s event scheduled for October 3&4, 2015.
The event closes portions of Bonita Avenue from Walnut Avenue to San Dimas Avenue, including Iglesia and First Street
and utilizes a portion of the Civic Center parking areas. Event also utilizes San Dimas Avenue from Allen Ave/Gladstone
to Bonita Avenue and Cataract (for parade).

DISCUSSION:
e Regular event held in San Dimas. No changes to traffic control plan from previous year.

RECOMMENDATION:
1. Traffic control approved as submitted

#09-15-03 SAN DIMAS AVE. (RENEGADE RACING/TURKEY TRIATHLON)

REQUEST FROM STAFF, to review traffic control plan for the Renegade Racing group’s event scheduled November 22,
2015. This event will close portions of San Dimas Avenue, Puddingstone Dr., Cannon and Walnut from 6:30am to
11:00am.

DISCUSSION:
e Regular event held in San Dimas. No changes to traffic control plan from previous year.

RECOMMENDATION:
1. Traffic control approved as submitted
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#09-15-04 SAN DIMAS AVE. (RUN RACING/HOLIDAY HALF MARATHON)
REQUEST FROM STAFF, to review traffic control plan for the Run Racing group’s event scheduled December 12, 2015.
This event will close portions of San Dimas Avenue, Puddingstone Dr., Cannon and Walnut from 8:00am to 12:00pm.

DISCUSSION:
e Regular event held in San Dimas. No changes to traffic control plan from previous year.

RECOMMENDATION:
1. Traffic control approved as submitted

#09-15-05 SAN DIMAS AVE. (JACKIE BRISTOW/5K RUN)

REQUEST FROM STAFF, to review submitted traffic control plan for the Jackie Bristow Memorial 5k event schedule for
Saturday, January 9, 2016. The event uses the City’'s 5k Family Fun Run traffic control plan, which closes a portion of
San Dimas Ave, Gladstone, Iglesia, Walnut, 5™ Street, San Dimas Canyon Road and Bonita from 5:00am to 12:00pm.

DISCUSSION:
e Regular event held in San Dimas. No changes to traffic control plan from previous year.

RECOMMENDATION:
1. Traffic control approved upon resubmittal of minor corrections

OFF AGENDA ITEMS:

PASEO CORRIDO
REQUEST FROM STAFF, to review red curb area Paseo Corrido, entrance to golf course.

DISCUSSION:
e |tem reviewed on GIS map
e SS Campbell surmised the traffic flow at this entrance is not as prevalent as the nature of business has changed
significantly. Parking on City streets are no longer a concern as it was once was.
¢ No fire hydrant requirements impacted from removal of red curb

RECOMMENDATION:
1. To schedule removal of red curb.
2. Install k-marker in of each of the medians in the direction of traffic.

SAN DIMAS AVE NORTH OF AVENIDA LOMA VISTA
REQUEST FROM STAFF, to review heaved area of San Dimas Ave north of Avenida Loma Vista due to un-evenness of
paved street and consider installing any appropriate warning signage for additional safety and awareness.

DISCUSSION:

e Item reviewed on-site and GIS map.

e Confirmed the street is uneven for approximately 1,300 feet south of Avenida Loma Vista.

e Historically the segment of pavement between Via Verde and 57 Freeway underpass has experienced substantial
pavement undulations. Over the years as its maintenance strategy, City has periodically shaved downed and
leveled-out the heaved pavement segments, including replaced curbs and gutters to a line and grade consistent
with existing street

e In 2005, the City retained American Geotechnical to investigate this ongoing pavement problem. Soils report
concluded that the displacement of the roadway on this section of San Dimas Ave is due to bedrock heave.
Excerpt from the soils report: “...At the site, the street was constructed by cutting into the bedrock. The pavement
section was constructed directly on top of the bedrock exposed by the grading...The circumstances that favor the
occurrence of heave are the removal of overburdened pressures and the exposure of previously unweathered
bedrock...”. Due to a variety of chemical reactions and water penetrations causes the rock bed to swell. To
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mitigate this, as a possible solution, was to consider removing this bedrock down to a few feet, but even doing so
would not guarantee that underlying rock bed would stop heaving thru natural chemical reactions and actions.

e As part of its capital improvement program, underway and in design, are plans to rehabilitate San Dimas Avenue
by utilizing the FDR process and depending on funding availability it would likely be programed for construction in
summer of 2017.

e With the National Weather Service’s center predicting a strong El Nifio winter reason possibly similar to the 1997-
1998 storms which brought torrential rains and floods that caused more than half billion dollars damage in our
state, to hold the street together thru the upcoming rough winter, the City has temporarily skin patched segments
of pavements where possible and transition between the patch and existing pavement maybe rough and uneven
but not unsafe.

e In 2006, area was repaved and approximately 140’ of curb replaced; pavement has risen once again.

e It would be beneficial to place warning signage as means of raising driver awareness about the pavement
conditions when driving thru this area.

RECOMMENDATION:
1. Staff to install orange “Rough Road” (W8-8),” with a “40 Speed Zone Ahead” (W3-5a) and warning speed of
40mph (W13-1P) for southbound San Dimas Ave. The 40mph sign to be placed minimum of 100 ft. from surface
distortion.

Meeting adjourned: 10:23 am



